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THE CONTRAUTOR SHALL NOTIFY CARRIFR ©OF ANY LREORS, OMISSIUNS. OR INCONSISTENCIFS AS THEY NMAY BE DISCOVERED IN.PI ANS.
DOCUMENTS NOTES, ORSPECIFIC ATIONS PRIOR TO S TARING CONSTRUCTION INCHUDPSG, BU T NOJ LINOTED BY, DEMOH ITION  THE
CONTRACTOR SHALL HIF RESPURSIBELE FOR CORRECTING ANY FRROR, ONISSION, OR INCONSISTENCY AFTER THE STAR OF CONSTRUK TION
WHICH HAS NOT BEEN BROUGHT 10 THE ATTENTION OF CARRIER € ONSTRUC TION PROJECT MANAGER AND SHALL INCUR ANY EXPENSES TO)
RECTIFY THE SITUATION, THE MEANS OF CORRECTION ANY FRROR SHALL FIRST BE APPROVED BY THE CARRIER CONSTRUCTION PROJECT
MANAGER

PRIOR TO THE SUBMISSION OF BIDS, CONTRACTORS INNOLVED SHALL VISIT THE JOB SITE TO FAMILIARIZE THEMSELVES WITH ALL CONDITIONS
AFFECTING THE PROJECT, PRIOR TO THE COMMENCEMENT OF CONSTRUCTION. THE CONTRACTOR HAVING BEEN AWARDED THIS PROJLCT
SHALL VISIT THE CONSTRUCTION SITE WITH THE CONSTRUCTION  CONTRAUT DOCUMENTS TO VERIFY FIELD CONDITIONS AND CONFIRM THAT
THE PROJECT WILL BE ACCOMPLISHED AS SHOWN. PRIGR TO PROCEEDING WITH CONSTRUCTION, ANY FRRORS. OMISSIONS: OR DISCREPANCIES
SHALL BL BROUGHT TO THE ATTENTION OF THE ENGINEERS VERBALLY AND IN WRITING

FOR COLLOCATIONS SITES  CONTACT OWNER REPRESENTATIVE FOR PARTICIPATION IN BID WALK.

THE ENGINEERS HAS MADE EVERY EFFORT TOSET FORTH IN THE CONSTRUCTION AND CONTRACT DOCUMENTS THE COMPLETE SCOPE OF
WORK. CONTRACTOR BIDDING THE JOB ARF NFVERTHEL ESS CAUTIONED THAT MINOR OMISSIONS OR FRRORES N THE DRAWINGS AND/OR
SPECIFICATIONS SHALL NOT EXCUSE SAID CONTRACTOR FROM COMPLETING THE PROJECT AND IMPROVEMENTS IN ACCORDANCE WITH THIE
INTENT OF THESE DOCUMENTS. THE BIDDER SHALL BCAR THE RESPONSIBILITY OF NOTIFYING (IN WRITING) THE ENGINEER OF ANY CONFLICTS,
ERRORS, OR OMISSIONS PRIOR TO SUBMISSION OF CONTRACTOR'S PROPOSAL IN THE FVENT OF DISCREPANCIES. THF CONTRACTOR SHALL
PRICE THF MORL COSTLY OR LXTENSIVE WORK, UNLESS DIRECTED OTHERWISE

OWNER, CONTRACTOR, AND CARRIER CONSTRUCTION PROJECT MANAGER SHALL MEET JOINTLY TO VERIFY ALL DRAWINGS AND
SPLCIFICATIONS PRIOR TO THE START OF CONSTRUCTION

THE GENERAL CONTRACTOR SHALL RECEIVE WRITTEN AUTHORIZATION TO PROCEED WITH CONSTRUCTION PRIOR TOSTARTING WORK ON
ANY ITEMNOT CLEARLY DEFINLD BY THE CONSTRUC TION DRAWINGS/CONTRACT DOUCUMENTS,

THE CONTRACTOR SHALL PERFORM WORK DURING PROPERTY OWNER'S PRLFERRED HOURS TO AVOID DISTURBING NORMAL BUSINESS
THE CONTRAUTOR SHALL PROVIDE CARRIER PROPER INSURANCE CERTIFICATES NAMING CARRIER AS ADDITIONAL INSURED, AND CARRIFR
PROOF OF LICENSE(S) AND PF & PD INSURANCE

THE CONTRACTOR SHALL INSTALL ALL FQUIPMENT AND MATERIALS ACCORDING TO MANUFACTURERS/VENDERS SPECIFICATIONS UNLIESS
NOTEDOTHERWISE OR WHERE LOCAL CODES OR ORDINANCES TAKF PRECFDENCE

ALL WORK PERFORMED.ON THE PROJECT AND MATFRIALS INSTALLED SHALL BE IN STRICT ACCORDANCE WITH ALL APPLICABLE CODES,
REGULA TIONS.ARD ORDINANCES. CONTRACTOR SHALL GIVE ALL NOTICES AND COMPLY WITH ALL LAWS. ORDINANCES. RULES.
REGULATIONS AND LAWEFUL ORDERS OF ANY PUBLIC AUTHORITY . MUNICIPAL AND UTILITY COMPANY SPECIFICA TIONS, AND LOCAL AND
STATE JURISBICTIONAL CODES BEARING ON THE PERFORMANCE OF THE WORK

THE CONTRACTOR SHALL STUDY THE STRUCTURAL, ELECTRICAL. AND MECHANIC AL PLANS AND CROSS CHECK THERE DETAILS, NOTES,
DIMENSIONS, AND ALL REQUIREMENTS PRIOR Téd THE START OF ANY WORK

THE REFERENCES ON THE DRAWINGS ARE FOR CONVERIENCE ONLY AND'SHALL NOT LIMIT THE APPLICATION OF ANY DRAWING OR DETAIL

ALL () CONSTRUCTION, FQUIPMENT, AND FINISHES NOTED 1O BE REMOVED SHALL BECOMF THE PROPERTY OF THE CONTRACTOR AND WILI
HE REMOVED FROM THE SITE WITH THE FOLLOWING EXCEPTIONS;

PROPERTY NOTED IN WRITING TO BE RETURNED TO THE OWNER

PROPERTY NOTED IN WRITING 10 BI REMOVED BY THF OWNER.

PRIOR TOUTHE POURING OF ANY NEW SLAB OVER AN (E) SLAB, THE CONTRACTORSHALL VERIFY LOCATIONS OF ALL OPENINGS, CHASES, AND
FOUIPMENT WHICH ARL TO Bl INCORPORATED INTO THF NEW WORK. ALL 1TEMS DESIGNATED T HE ABANDONED SHALL BE NOTED AND
IISCUSSED WITH THE OWNER AND CARRIFR CONSTRUCTION MANAGER A5 PART OF THE AS-BUILT DRAWING PACKAG .

SEAL ALL PENETRATIONS THROUGH FIRE-RATED AREAS WITH U L. LISTED OR FIRE MARSHALL APPROVED MATERIALS IF APPLICABLE TO THIS
ST

BUILDING INSPECTORS AND/OR OTHER BUILDING OFFICIALS ARE TO RE NOTIFIED PRIOR TO ANY GRADING. CONSTRUCTION, AND ANY OTHER
PROIECT FFPORTAS MARDATED BY THE GOVERNING AGENCY

FHE COMPLETED PROJECT SHALL COMPLY WITH LOCAL SECURITY CODES AND TITLE-24 ENERGY CONSFRVATION REQUIREMENTS. (TITLE-24
WHEN APPLICABLE)Y

CONTRACTOR SHALL MAKE NECLSSARY PROVISIONS TO PROTECT (Ey SITE IMPROVEMENTS, HARDSCAPING, FASEMENTS. PAVING, CURBING,
L1C. DURING CONSTRUCTION. HPON COMPLETION OF WORK, CONTRAUTOR SHALL REPAIR ANY DAMAGE THAT MAY HAVE OUCURRED DUE TO
CONSTRUCTION ON OR AROUT THE PROPERTY

CONTRACTOR SHALL KEFP GENERAL WORK ARFA CLEAN AND HAZARD FREE DURING CONSTRUCTION CONTRACTOR SHALL REMOVE
FQUIPMENT NOT SPECIFIFD AS REMAINING ON THE PROPERTY OR PREMISES SITF SHALL BF LEFT IN CLEAN CONDITION AND FREF FROM PAINT
SIS, DUST, D SMUDGLS OF ANY NATURL

THE CONTRACTOR IS 1O PROVIDE PROTECTION FOR ADICINING PROPERTIES FROM PHYSICAL HARM. NOISE. DUST, DIRT. FIRE, AND FALLING
OBIECTS AS REQUIRED BY THE GOVERNING AGENCIES

THE CONTRACTOR 18 RESPONSIBLE FOR THF STORAGE OF ALL BUILDING MATERIALS AND SITALL NOT DO SOON PUBLIC PROPERTY WITHOUT A
PERMIT FROM THE GOVERNING AGENCIES

GENFRAL NOTES AND STANDARD DETAILS ARE THE MINIMUM REQUIREMENTS T0 DE USED IN CONDITIONS WHICH ARE NOT SPECIFICALLY
SHOWN OTHERWISL

CARRILR DOLS NOT GUARANTEE ANY PRODUCTS, FINTURES, AND/OR ANY EQUIPMENT NAMED BY A TRADE OR MANUFACTURER. GUARANTEE
OR WARRANTY THAT MAY BE IN EFFECT IS DONE S0 THROUGH THE COMPANY OR MANUFACTURFR PROVIDING THE PROBUCT, FIXTURE,
ANDAOR EQUIPMENT ONLY . UNLESS SPECIFIC RESPONSIBILITY IS ALSO PROVIDED BY THE CONTRACTOR/SUBCONTACTOR IN WRITTEN FORM

CONTRACTOR 1O REPORT ANY (L) UNDERGROUND UTILITIES ERCOUNTERED DURING TRENCHING AND GENERAL CONSTRUC TION

CONTRACTOR TO REPLACE AND/OR REROUTE ANY (E) UNDERGROUND UTILITIES FNCOUNTERED DURING TRENCHING AND GENERAL
CONSTRUCTION

WHEN APPLICABLL, CONTRACTOR IS RESPONSIBLE TO CALL. COORDINATE AND/OR MAKE ARRANGEMENTS FOR RIGHT-OF-WAY ANDIOR
PRIVATE PROPERTY ACCESS BASED ON SPECIFIC $ITE REQUIREMENTS

CONTRACTORS TO DOCUMENT ALL WORK PERFORMED WITH PHOTOGRAPHS AND SUBMIT TO CARRIER ALONG WITH REDLINED CONSTRUCTION
SET

CONTRACTOR SHALL DOCUMENT ALL CHANGES MADE IN THE FIELD BY MARKING UP (REDLINING) THE APPROVED CONSTRUCTION SET AND
SUBMITTING THE REDLINED ALONG WITH PHOTOGRAPHS PER CARRIER REQUIREMENTS

GENERAL CONTRACTOR 18 TOCOORDINATE ALL POWER INSTALLATION WITH POWER COMPANY AS REQUIRED. CONTRACTOR TO REPORT
POWER INSTALLATION COURDINATION SOLUTIONS(S) TO NETWORK CARRIER REPRESENTATIVE. PROJECT CONSTRUCTION MANAGER AND
ENGINEER

ANY SUBSTITUTIONS DF MATERIALS ANIYOR EQUIPMENT, MUST HE APPROVED BY CARRIER CONSTRUCTION MANAGER
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THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR AND SHALL REMEDY ALL FAVLTY INFERIOR. AND/OR IMPROPER MATERIALS
EIAMAGED GOODS, ANRYOR FAULTY WORKMANSHIP FOR ONI PPN FARAFTER THE PROJECT IS CONIPETE AN ACCEPTED LNDER THIS
CONTRACT UNLESSNOTED OTHERWISE IN THE CONTRACT BETWELN THE OWNER AND THL CONTRACTOR (f XCEPTION) THE ROGFING
SUBCUNTRACTOR SHALL FURNISH A MAINTENANCE AGREEMENT FOR ALL WORK DONE, COSIGNED BY THE GENERAL CONTRACTOR, TO
MAINTAIN THE ROOEING IN A WATERTIGHT CONDITION FOR A PERIOD OF TWO 12) YEARS STARTING AFTER THE DATE OF SUBSTANTIAL
COMPLETION OF THE PROJECT. UNLESS OTHERWISE WRITTEN IN THE CONTRACT RETWEEN, THE OWNER AND THE CONTRACTOR

THE CONTRACTOR SHALL PROVIDE ADEQUATE PROTECTION FOR THE SAFETY OF THE OWNER'S EMPLOYFES AT ALL TIMES DURING THY
CONSTRUCTION OF THE PROJECT

CARRIER WILL REVIEW AND APPROVE SHOP DRAWINGS AND SAMPLES FOR CONFORMANCE WITH DESIGN CONC EPT CARRICR PROJECT
APPROVAL OF A SEPARATE ITEM SHALL NOT INCLUDE APPROVAL OF AN ASSEMBLY IN WHICH THE ITEM FUNCTIONS

CONTRACTOR TO PROVIDE TRENCH AS REQUIRED TO INSTALL BOTH ELECTRICAL AND TELEPHONL UNDERGROUND CONDUITS (240 PVC) PER
SCE WORK URDER BACKFILL WITH CLEAN SAND AND COMPACT TO THE SATISEACTION OF THE DISTRICT INSPECTOR  REPLACE FINISH GRADI
WITHMATCOHING MATERIALS (GRASS, ASPHALT, CONCRETE, E1C )

CONTRACTOR TO PROVIDE HEAVY STEEL PLATES AT OPEN TRENCHES FOR SAFETY AND TO PROTECT (L) GROUND SURFACES FROM HEAVY
FQUIPMENT UTILIZED DURING CONSTRUCTION

CONTRACTOR TO REPAIR ALL GROUND SURFACES WITHIN THE CONSTRUCTION AREA AS NECESSARY TO PROVIDE A UNIFORM SURFACE AND
MAINTAIN (F ) SURFACE DRAINAGE SLOPES

CONTRACTOR TO REPLACE LANDSCAPE VEGETATION THAT WAS DAMAGED DUF TO CONSTRUCTION. AND TO MODIFY REMAINING IRRIGATION
LINES TO OPERATING CONDITION. PROVIDING FULL COVERAGE TO IMPACTED AREAS

THIS FACILITY IS AN UNMANNLD CLLLULAR TELEPHONE EQUIPMENT FACILITY. THE OCCUPANCY CLASSIFICATION IS B 2007 CBC, TITLE 24,
PART 2 VOLUME 1. SECTION 311.3, AND SECTION 307 | EXCEPTION 11

THIS FACILITY IS EXEMPT FROM DISABLED ACCESSIBILITY REQUIREMENTS PER 2007 CHRC SECTION 1T0SK 3 4 EXCEPTION &1 THIS FACILITY 1§
NONOCCUPIABLE SPACE AND ENTERED ONLY BY SERVICE PERSONNEL, THIS SPACE 18 NOT FOR HUMAN OCCUPANCY

THE CONTRACTOR SHALL VERIFY ALL (1) CONDITIONS AND DIMENSIONS PRIOR TO SUBMITTING THEIR BID: ANY DISUREPANCIES. CONFLICTS
OR OMISSIONS SHALL BE REPORTED TO THE ENGINEER PRIOR TO SUBMITTING BIDS, AND PROCEFDING WITH ANY WORK.

THE CONTRACTOR SHALL NOTIFY ENGINEERS OF ANY ERRORS. OMISSIONS, OR DISCREPANCIES AS THEY MAY BE DISCOVERED IN THE PLANS,
SPECIFICATIONS. & NOTES PRIOR 1O STARTING CONSTRUCTION. INCLUDING BUT NOT LIMITER BY DEMOLITION. THE CONTRACTOR SHALL Hi
RESPONSIBLE FOR CORRLECTING ANY ERRORS. OMISSION. OR INCONSISTENCY AFTER THE START DF CONS TRUCTION WHICH HAS NOYT BEEN
BROUGHT TO THE ATTENTION OF THE ENGINEER AND SHALL INCUR ANY EXPENSES TO RECTIEY THE SITUATION. THE ME THOD OF CORRLCTION
SHALL BE APPROVED 3Y THE ENGINEER RESPONSIBLE OF THE PROJECT

PRIOR TOSTARTING CONSTRUCTION, THE CONTRACTOR HAS THE RESPONSIBILITY T0O LOCATE ALL (F T UTILITIES. WHETHER OR NOT SHOWN ON
THE PEANS. AND TO PROTECT THEM FROM DAMAGE. THE CONTRAC TOR OR SUBCONTRACTOR SHALL BEAR THE EXPENSE OF REPAIRING OR
REPLACING ANY DAMAGE TO THE UTILITIES CAUSED DURING THE EXECUTION OF THE WORK. CONTACT USA DIA ALERT AT 1-800-227-2600
PRIOR TO STARTING CONSTRUCTION, THE CONTRACTOR SHALL PROTECT ALL AREAS FROM DAMAGE WHICH MAY OCCUR DURING
CONSTRUCTION. ANY DAMAGE T0 NEW OR (E) SURFACES. STRUCTURES OR EQUIPMENT SHALL BE IMMEDIATELY REPAIRED OR REPLACED TO
THE SATISEACTION OF THE PROPERTY OWNER. THE CONTRACTOR SHALL BEAR THE FXPENSE UF REPAIRING OR REPLACING ANY DAMAGED
AREAS

A COPY OF THE APPROVED PLANS SHALL BE KEPT IN A PLACE SPECIFIED BY THL GOVERNING AGENCY. AND BY LAW SHALL BE AVAILARLE FOR
INSPECTION AT ALL TIMES 1T IS THE CONTRACTOR'S RESPONSIHILITY TO ENSURE ALL CONSTRUCTION SETS REFLECT THE SAME INFORMATION
ASTHE APPROVED PLANS THE CONTRACTOR SHALL ALSO MAINTAIN ONE SET OF PLANS AT THE SITE |0 THE PURPOSE OF DOCUMENTING
ALL AS-BUILT CHANGES, REVISIONS. ADDENDA, OR CHANGE ORDERS. THE CONTRACTOR SHALL FORWARD THE AS-BUILT/HIRED DRAWINGS TO
THE ARCHITECT OR THE ENGINEER RESPONSIBLE OF THE PROJECT AT THE CONCLUSION OF THE PROIECT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE COMPLETE SECURITY OF THE SITL WHILE THE WORK IS INPROGRESS UNTIL THE JOB IS
COMPLETE

THE CONTRACTOR I8 RESPONSIBLE TO PROVIDE TEMPORARY POWE R, WATER, AND TOILET FACIHL ITIES AS REQUIRED BY THE PROPERTY OWNFR
OR GOVERNING AGENCY

ALL CONSTRUCTION THROUGH THE PROJECT SHALL CONFORM TO THE LATES B AND ALL OTHER GOVERNING CODES, INCLUDING THE
CALIFORNIA ADMINISTRATIVE CODES TITLE 8, 1% AND 24. THE MOST RESTRICTIVE CODE SHALL GOVERN.

THE CONTRACTOR AND SUBCONTRACTOR SHALL COMPLY WITH ALL LOCAL AND STATE REGULATIONS INCLUDING ALL OSHA RI QUIREMENTS.

WHEN REQUIRED STORAGE OF MATERIALS OCCURS, THEY SHALL BE EVENLY DISTRIBUTED OVER THL SITE. TEMPORARY SHORING OR
BRACING SHALL BE PROVIDED WHERL THE SO11 DOES NOT HAVE THE DESIGN STRENGTH FOR THE CONDITIONS PRESENT.

THE CONTRACTOR SHALL SUPERVISE AND COORDINATE ALL WORK. USING I8 PROFESSIONAL KNOWLEDKGE AND SKILLS. HE IS SOLELY
RESPONSIBLE FOR ALL CONSTRUCTION MEANS, METHODS, TECHNIQUES. PROCEDURES AND SEQUENCING AND COORDINATING ALL PORTIONS
OF THE WORK UNDER THE PROJECT

THE CONTRACTOR SHALL BE RESPONSIBLE TO OBTAIN AND PAY FOR ALL PERMITS, LICENSES, FELS AND INSPECTIONS WITH RESPECT TO THF
WORK TO COMPLETE THE PROJECT. PERMIT APPLICATIONS SHALL BE FILED BY THL OWNER OR AUTHORIZED AGENT. CONTRACTOR SHALL
ORTAIN THE PERMIT AND MAKE FINAL PAYMENT OF THE SAID DOCUMENT

ALL DIMENSIONS TAKE PRECEDENCE OVER SCALE. DRAWINGS ARE NOT TO BE SCALFD UNDER ANY CIRCUMSTANCES

THE CONTRACTOR SHALL PROVIDE ALL NECESSARY BLOCKING, HACKING, FRAMING. HANGERS OR SUPPORTS FOR INSTALLATION OF ITEMS
INDICATED ON THE DRAWINGS

THE CONTRACTOR 18 TO PROVIDE PORTABLE FIRE EXTINGUISHERS HAVING A MINIMUM 2A 10-B. RATING WITHIN 75FT OF TRAVEL TO All
PORTIONS OF THE CONSTRUCTION AREA. (2007 CFC SECTION 906-1-1 & AND SECTION 906.3(1)]

MATERIALS TESTING SHALL BE TO THE LATEST STANDARDS AVAILABLE AS REQUIRED BY THE Lot AL GOVERNING AGENCY RESPONSIBLE FOR
APPFROVING THE RESULTS

ALL GENERAL NOTES AND STANDARD DETAILS ARE THE MINIMUM REQUIREMENTS TO BE IN CONDITIONS WHICH ARE NOT SPECIFICALLY
SHOWN OTHERWIST

ALL DEBRIS AND REFUSE IS TO BE REMOVED FROM THE PROJECT CONTINUGUSLY AND PREMISES SHALL BE LEFT IN A CLEAN BROOM FINISHED
CONDITION AT ALL TIMES

BUILDING INSPECTORS AND/OR OTHER BUILDING OFFICIALS ARE TO BE NOTIFIED PRIOR TO ANY GRADING AND CONSTRUCTION AS MANDATED
HBY THE GOVERNING AGENCY

ALL SYMBOLS AND ABBREVIATIONS ARE CONSIDERED CONSTRUCTION INDUSTRY STANDARDS  [F CONTRACTOR HAS A QUESTION REGARDING
THEIR EXACT MEANING. THE ENGINEER RESPONSIBLE FOR THE PROJECT SHALL BE NOTIFIED FOR CLARINICATIONS
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ITIS THE INTENTION OF THESE DRAWINGS TO SHOW THE COMPLFTF INSTALLATION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
TEMPORARY BRAUING, SHORING, | FORM WORK. LTC N ACCORDANCE WITH ALL NATIONAL, STATE AND LOCAL ORDINANCES FOSATETY
EXECUTE ALL WORK AND SHALL RE RESPONSIBLE FOR SAME ALL WORK SHALL BE IN ACCORDANCE WITH LOCAL CODES

THE CONTRACTOR SHALL USE ADEQUATE NUMBER OF SKILLED WORKNMEN WHO ARE THOROUGHLY TRAINED AND FAPEFRIENCED IN THE
NECLSSARY CRAFTS AND WHOARE COMPLETELY FAMILIAR WITH THE SPFECIFIED REQUIREMENTS ARD METHODS KEEDED FYOR PROPER
PERFORMANCE OF THE WORK

CONSTRUCTION CONTRACTOUR AGREES THAT IN ACCORDANCT WITH GENERALLY ACCEFTED CONSTRUCTION PRACTIES CONSTRUCTION
CONTRACTOR WILL BE REQUIRLD TO ASSUML SOLE AND COMPLETE RESPONSTBILITY FOR JOB SITE CONDITIONS DURING THE COURSE 01
CONSTRUCTION OF THE PROJLUT. INCLUDING THE SAFLTY OF ALL PERSONS AND PROPERTY. THAT REQUIREMENT SHALL BE MADE T APPLY
CONSTRUCTION CONTRACTOR FURTHER AGREES TOUNDEMNIEY AND HOLD DESIGN ENGINEER HARMI FSS FROM ANY AND ALL LIABILITY,
REAL OR ALLEGED, IN CONNECTION WITH PERFORMANCE (OF WORK ON THIS PROJECT

SITE GROUNDING SHALL COMPLY WITH GROUNDING STANDARDS, LATEST EDRITION AND COMPLY WITH GROUNDING CHECKLIST, LATLEST
VERSION WHEN NATIONAL AND LOCAL GROUNDING CODES ARE MORE STRINGENT. THEY SHALL GOVERN

ALL WORK SHALL COMPLY WITH OSHA AND STATE SAFETY REQUIREMENTS. PROCEDURES FOR THE PROTECTION OF DXCAVATIONS, EXISTING
CONSTRUCTION AND UTILITIES SHALL BE FSTABLISHLD PRIOR TO FOUNDATION INSTALLATION. IF TEMPORARY LIGHTING AND MARKING ARL
REQUIRED BY THL FEDERAL AVIATION ADMINISTRATION (FAA) T IS THE CONTRACTOR'S RESPONSIBILITY TO MAINTAIN THL NECTSSARY
LIGHTS AND ROTIFY THE PROPER AUTHORITIES IN THE FVENT OF A PROBLEM

ALL WORK SHALL BE ACCOMPLISHED IN ACCORDANC T WITH ALL LOCAL. STATE AND FEDERAL CODES OR ORDINANCTS  THE MOST STRINGENT
CODLE WILL APPLY IN THE CASE OF DISCREPANCUIES OR DIFFERENCES IN THECODE REQUIREMENTS

ANY DAMAGE TO ATUACENT PROPERTIES WILL BE CORRECTED AT THE CONTRACTOR'S F XPENS]

THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING AMPLE NOTICE 1O THE BUTNLDING INSPECTION DEPAR TMENT TO SCHEDULE THEF REQUIREL
INSPECTIONS. A MINIMUM OF 24 HOURS OF NOTICE SHOULD BE GIVEN AND THE BUILDING INSPECTION DEPARTMENTS HAVE REQUESTED THAT
GROUPS OF TWO OR THREE STTES BE SCHEDULED AT ONT TIME IF POSSIBLE

THECOMPLETE BID PAUKAGE INCLUDES THESE CONSTRUUTION DRAWINGS ALONG WITH THE SPECIFICATIONS CONTRACTOR 18 RESPONSIRLL
FOR REVIEW OF THE TOTAL BID PACKAGE PRIOR TO BID SUBMITTAL

THE CONTRACTOR SHALL VERIFY LOCATIONS OF ALE EXISTING UTILITIES WITHIN THE CONSTRUC TTON LIMITS PRIOR TO CONSTRUCTION

THE CONTRACTOR IS RESPONSIBEE FOR MAINTAINING POSITIVE DRAINAGLE ON THE SITF AT ALL TIMES. SILT AND EROSION CONTROL SHALL BF
MAINTAINED ON THE DOWNSTREAM SIDE OF THE SITE AT ALL TIMES. ANY DAMAGE TO ADJACENT PROPERTITS WHLL BF CORRECTLD AT THE
CONTRACTORS EXPENSE

CLEARING OF TREES ANDNEGETATION ON THE SITE SHOULD B KEPT TO A MINIMUM. ONLY THE TREES NECESSARY FOR CONSTRUCTION O}
THE FACILITIES SHALL BE REMOVEDR ANY DAMAGE TO TREES ANDVEGETATION QUTSIDE THE LEASED PROPERTY SHALL BE REPAIRFI BY THE
CONTRAUTOR

ALL SUITABLE BORROW MATERIAL FOR BACKFILL OF THE SITE SHALL BE INCLUDED IN THE BID. LXCESS TOP SOIL AND UNSUITABLY
MATERIAL SHALL HE DISPOSED OF OFF STTE AT LOCATIONS APPROVED BY GOVERNING AGENCIES PRIOR TO DISPOSAL

SEEDING AND MULCHING OF THE SITE WILL BE ACCOMPLISHED AS SOON AS POSSIBLE AFTER COMPLETION OF THE SITE DEVELOPMENT, THI
CONTRAUTOR IS RESPONSIHLL FOR PROVIDING ANDMAINTAINING AN AREQUATE COVER OF VEGETATION OVIER THE SITE FOR A ONE YEAR
PERIUD.

RECORD DEAWINGS:. MAINTAIN A RECORDOF ALL CHANGES, SUBSTITUTIONS, ETC., BLTWEEN THE WORK AS SPECIFILD AND INSTALLED
RECORD CHANGES ON A CLEAN SET QF CONTRACT DRAWINGS WHICH SHALL BE TURNED OVER TO THE CONSTRUCTION MANAGER UPON
COMPLETION OF THE PROJECTT

EROSION AND SEDIMENT CONTROL NOTES:

TEMPORARY LROSION/SEDIMENT UCONTROL, PRIOR TOUCONPLETION OF FINAL INPRONEMENTS, SHALL 13
PERFORMED BY THE CONTRACTOR OR QUALIFUFD PERSON AS TNDICATED BELOW

I ALL REQUIREMENTS OF THE CITY OF SAN DILGO  LAND DEVELOPMENT MANUAL. STORNM WATLR
STANDARDS T MUST BE INCORPORATLD INTO THE DLESIGN AND CONSTRUCTION OF THE PROPOSED PHRLN
IMPROVEMENTS CONSISTENT WITH THE FROSION CONTROL PLAN ANIVOR WA TER POLLUTION CONTROL
PLAN (WPUPL IF APPLICABLE

2 FOR STORM DRAIN INLETS PROVIDE A GRAVEL BAG SILT BASIN IMMEDIATELY UPSTREAM OF INLET AS
INDICATED ON DETAN S

¥ THE CONTRACTOR DR QUALIFIED PERSON SHALL BF RESPONSIBLE FOR CLEANUP OF SILT AND MUD ON
ADJIACENT STREET(S) AND STORM DRAIN SYSTEM DUE TO CONSTRUCTION ACTIVITY.

4 THE CONTRACTOR SHALL REMOVE SILT AND DEBRIS AFTFR EACH MAJOR RAINFALL

S FQUIFMIENT AND WORKERS FOR FMERGENCY WORK SHALL BE MADE AVAILABLE AT ALL TIMES DURING
THE RAINY SEASON

& THE CONTRACTOR SHALL RESTORE ALL FROSIONSEDIMENT CONTROL DEVICES TO WORKING ORDER TO
THE SATISFACTION OF THE CITY ENGINEER OR RESIDENT ENGINEER AFTER FACH RUN-OFF PROBUCING
RAINFALL

7 THE CONTRACTOR SHALL INSTALL ADDITIONAL EROSIONSEDIMENT CONTROL MEASHRES AS MAY BE
REQUIRED BY THL RESIDENT ENGINEFR DUE TO UNFORESEEN CIRCUMSTANCES. WHICH MAY ARISE

N OALL EROSION SEDIMENT CONTROL MEASURES PROVIDED PER THE APPROVED IMPROVEMENT PLAN SHALL
BL INCORPORATED HEREOX. ALL EROSIONSEDIMENT CONTROL FOR INTLRIM CONDITIONS SHALL BE DONE
TO THL SATISFACTION OF THE RESIDENT ENGINEER

OCALL REMONABLE PROTECTIVE DEVICES SHOWN SHALL HE IN PLACE AT THE END OF 1 ACH WORKING DAY
WHEN RAIN IS INMMINENT

10 THE CONTRACTOR SHALL ARRANGL FOR WEEKLY MEETINGS DURING OC TOBER 151 10 APRIL 3011 FOR
PROJECT TEAM (GENERAL CONTRACTOR. QUALIFIED PERSON. FROSION CONTROL SUBCONTRACTOR 1F ANY.
ENGINEER OF WORK, OWNERDEVELOPER AND THE BESIDENT ENGINEFR) TOEVALUATE THE ADEQUACY OF
THE EROSIONSEDRIMUNT CONTRUOL MEASURES AND OTHER RELATED CONSTRUCTION ACTIVITIES

NOTES:

L CONTRACTOR TOPOTHOLE ALL UTILITY CROSSINGS

2 CONTRACTOR TO PLACE SANDHAGS AROUND ANY ALT STORNS DRAIN INLFTS 1O PREVENT
CONTAMINATED WATER.

3 SPOILS PILE WILL BE COVERED AND CONTAINED AND STREFT WILL BE SWIPT AND CLEANED AS
NLEDED

4 CONTRACTOR TO REPAIR DAMAGED PUBLIC IMPROVEMENTS TO THE SATISEACTION OF THE CITY
ENGINFER

£ CURB & GUTTER TO BE PROTECTED IN PLACL SIDEWALK TO BE REPLACED TO THE SATISFACTION
OF THE CITY ENGINEER

b THE CONTRACTOR SHALL RESTORE THE ROADWAY HACK TO ITS ORIGINAL CONDITION
SATISFACTORY TO THL CITY ENGINEER INCLUDING, BUT MNOT LIMITED TO PAVING, STRIPING. BIKL
LANES, PAVEMENT LEGENDS, SIGNS, AND TRAFFIC LOOFDE TECTORS

T OSIDEWALK SHALL BL RESTORLIVREPLACED PLR CITY OF SAN DIEGO STANDARD DRAWINGS G7. G9,

GO, G & SDGTOO,
8. PLDESTRIAN RAMP WILL NOT BE DISTURRED
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NORTH

SCALE: 1"=40'

VIA DIEGUENOS STA. 100400

CALLE COLINA ROCA STA. 100100

#2724

SEL SHEET T-5
FOR BLOW UP

NEW EQUIPMENT TO BE INSTALLED

ON EXISTING/EXTENDED CONCRETE SLAB
(12" BACK OF CURB)

STA. 98+ 25

EXISTING SITE LOCATION
EXISTING SERVICE POLE #PR70042
STA. 98 + 09
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EXISTING
BTS CABINET

EXISTING
BRUCABINET

RETAINING WALL

FXISTING / = iy
METER < A
/A

N
EXISTING
TELCO BOX

NORTH

EXISTING POWER TELCO BOX

RETAINING WALL ‘I

- e - -

EXISTING | EXISTING T
BTS BBL - ‘
CABINET CABINLET

EXISTING
— SPRINT LEASED AREA

MAKE READY

EQUIPMENT PLACEMENT

NEW CONSTRUCTION

EXISTING 4.0 COMPACT CABINET TO BE REMOVED & REPLACED WITH NEW BTS CABINET.
EXISTING BATTERY CABINET TO BE REMOVED & REPLACED WITH NEW BBU CABINET
REPLACE EXISTING 50 AMP FUSE WITH NEW 100 AMP FUSE IN THE POWER CABINET
EXTEND CONCRETE SLAB & RETAINING WALL 70"

RAISE EXISTING RETAINING WALL TO 6' 6" HIGH

PLACE NEW H-FRAME ON EXTENDED CONCRETE SLAB.

INSTALL NEW (1) RRH & (1) JUNCTION BOX ON THE H-FRAME

Sprint

Alcatel+ Lucent “

L] ——

TELECOMMUNKCATIONS
CONSULTANTS

COASTAL COMMURKICATIONS
L3558 Mission Ave Sie 1
Ovianside.Ca V205K
(760) 7349240

PROJECT INFORMATION

A [ EXISTING EQUIPMENT [ AERIAL VIEW

EXISTING EQUIPMENT | ELEVATIONS

EXTEND CONCRETE SLAB &
RETAINING WALL 7' 0",

INSTALL JUNUCTION BOX
(SEE DETAIL4.5.6
ON SHEET T-8)

INSTALL
NEW H-FRAME
(SEE DETAIL 3 ON SHEET T1-8)

INSTALL (1) RRH
(SEE DETAIL 5 ON SHEET T-¥)

200

EXISTING 4.0
COMPACT CABINET
10 BE REMOVED &
REPLACED

WITH NEW BTS
CARINET

(SEE DETAIL | ON
SHEET T-8)

EXISTING
TELCO

EXISTING BATTERY CABINET
TO BE REMOVED & REPLACED
WITH NEW BBU

(SEE DETAIL 2 ON SHEET T-7)

EXISTING METER PEDESTAL
REPLACE EXISTING 50 AMP FUSE
WITH NEW 100 AMP FUSE

NOKTH
EXISTING
SPRINT LEASED AREA

INSTALL NEW
r JUNCTION BOX

INSTALL
NEW H-FRAME

INSTALL (1" RRH

e —

| =
1 SENEXISTING 4.0

T COMPACT || EXISTING
L [ CABINET BBU
i g CABINE

TO BE
REMOVED &
REPLACED
WITH NEW

L I REMOVED &
‘ ] REPLACED
= WITH NEW
BTS CABINET

EXISTING
SPRINT LEASED AREA

— EXTEND CONCRETE SLAB & RETAINING WALL 70"

s &

12 0'CLOCK V

NETWORK VISION MMBTS LAUNCH

VIA DIEGUENOS

SD34XC580

COUNTY OF SAN DIEGO
2724 VIA DIEGUENOS
ALPINE, CALIFORNIA, 91901

1SSUED'DATL

01/31/2013

I3SLED FOR

100% REVIEW

A (R ER e 0% CD REVIEW SEGH

B 0E3013 100% CD REVIEW SEGI

C | PROPOSED EQUIPMENT | AERIAL VIEW

D | PROPOSED EQUIPMENT

[ ELEVATIONS

| 90'CLOCK VIEW

NOT FOR CONSTRUCTION UNLESS
LABELED AS CONSTRUCTION SET

LICENSURF

SHEFT TITLE

EXISTING & PROPOSED
EQUIPMENT PLAN

SHEF T SUMBER REVISION

T-5 B




INSTALL (11 RRH
(SEE DETAIL SON SHEET T-T)

INSTALL
NEW H-FRAMI
(SEE DETAIL 3 ON SHEET T-8)

INSTALL JUNCTION BOX
(SEEDETAIL 4. 6.7, 8
ON SHEET T-8 & T-9)

RAISE EXISTING CMU TO 66"

EXTEND CONCRETE SLAB &
RETAINING WALL 70" \

REPLACED
WITH NEW
BTS CABINE]

REMOVED &

REPLACED

WITH NEW
BBU

35.4°
i — | b ! S = » ) | | T
s 1 3 T |
\ ! . 60" H
\ \ 75.8" L
M 1
{ '
. EXISTING 4.0
COMPACT EXISTING -
CABINET BATTERY 66
TO BE CABINET sl ||
REMOVED & TO Bl I }jl\l |1l_:kil; — I

EXISTING SPRINT LEASED AREA

W \
AA AN p NS S
P & / ey /7,
A /‘/ . SN N
[ [
- y - - 12 - -
| |
A - () -

TO MATCH CMU WALL.

NOTE: NEW PROPOSED CABINETS TO BE PAINTED
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FRAMECT INTORMATION
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ISSLEDDATE

01/31/2013

SSUED IO

100% REVIEW

A 11912 | %M CDREVIEW

SEGI

100M CD REVIEW

SEGI

NOT FOR CONSTRUCTION UNLESS
LABELED AS CONSTRUCTION SEI

LICENSLIRF

SHEF T t

CMU ELEVATION

SHEE T NUMBER BEVISION

PROPOSED EQUIPMENT AND CMU ELEVATION
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T = i ' sty — i |y -

I POLE 378 | UTILITY POL 7MAKE Bl T i e A Sprint. |
oA NEW CONSTRUCTION L '

NONE
Alcatels Lucent "

POWER AT 335100

CCl—=—

NOTES: e

FOPOQF POLE: 376"
ANTENNA TYPE: OMNI NETWORK VISION MMBETS LAUNCH

L—J OMNEANTENNA ARM AT 17-6°
VIA DIEGUENOS

SD34XC580

OUNTY OF SAN DIEGO
2724 VIA DIEGUENOS
ALPINE CALIFORNIA 81301

01/31/2013

] UUQ':: RI‘VI EV\”

N CYREVIEW SEGH

H WIS 100 CD REVIEW SEGI

C | POLE #P33503 [ 90'CLOCK VIEW E | ANTENNA PHOTO
NOT FOR CONSTRUCTION UNLESS

LABELED AS CONSTRUCTION SEI

I Nl R
s

EXISTING
ANTENNA PLAN

NORTH

VIR T NLMBER REVISHON

bL .
T-7 B

. 7 .
LOCK VIEW | | | D | RISER DETAIL F | ANTENNA ORIENTATION -




AIR FILTER

COVER —]

ACCESS PLATE WITH
THREF HOLES FOR |
12 INCH DIAMETER

LIQUID- TIGHT

METALLIC CONDLUITT

FITTINGS

9928 DISTRIBUTED BTS

TOP SOLAR SHIELD

O 8 00000
s ]

M LATCH

AC HATCH

(REAR ACCESS PANEL)

FRONT VIEW

EEPROM HATCH
IREAR ACCESS PANEL)

REAR VIEW

REFERENCE DIMENSIONS (WIDTH X DEPTH X HEIGHT)

900 mm X 960 mm X 1925 mm

(354 INCHES X 37 8 INCHES X 758 INCHES)

1]

\/

BATTERY BACKUP CABINET

MANUFACTURER: ANDREW (COMSCOPE)

MODEL 60ECY2

CABINET DIMENSIONS

HEIGHT 60N, (1524 C)
WIDTH: MIN (787 CM)
DEPTH 30 IN, 176.2 CM)

CABINET OPERATING TEMPERATURE RANGI

-40°C TO46°(

WEIGHT
CABINET: 425#%
BATTERIES: 1000 EACH

(20 BATTERIES MAX - 2,000 POUNDS MAX WEIGHT)

CABINET MAX WEIGHT: 2.245=

H-FRAME TO JUNCTION BOX

u::li::::::::::h::n[
¥ o Pl b 7
u.t#:::::::r:ﬂ

L] METAL
k / POSTS
-|— L VARIES -
—‘-[ TBD PER BUILDING I-—
CONDITIONS
ELEVATION VIEW =
EXISTING
A /_ UNISTRUI
o T !
| "\
e = EXISTING
S H-FRAME POST

PLAN VIEW

JUNCTION BOX
PER PLAN

EXISTING H-FRAMI
POST (TYP)

UNISTRUT HEX
HEAD CAP SCREW
(TYP)

UNISTRUT SPRING NUT
(MIN. OF 4 PLACES)

EXISTING
UNISTRUT

SECTION A - A

Sprint

Alcatel« Lucent ‘

CCI——

TELFECOMML NK ATIONS
CONSULTANTS

COASTAL COMMUNICATIONS
VASE Miavion Ave Sl 234
Oxeanside Ca 9205

1700 T840 240

PROJECT INFORMA TION

NETWORK VISION MMBTS LAUNCH

VIA DIEGUENOS

SD34XC580

COUNTY OF SAN DIEGC
2724 VIA DIEGUENOS
ALPINE, CALIFORNIA, 91801

01/31/2013

| 3

SSEED Mk

TO BGR

DISTRIBUTION BOX INSTALL

COMPLETE VIEW

NOTES:
DISTRIBUTION BOX IS KITTED WITH 50 OF | 12"
LIQUID-TIGHT CONDUIT AND CONNECTORS
THIS SHOULD BE
-SPLIT IN HALF (25 PER),
~TERMINATED TO THE DISTRIBUTION BOX
AS SHOWN
=RAN TO AND COILED AS CLOSE TO
WHERE THE CABINET IS GOING 10 B}
MOUNTED AS POSSIBLE

DISTRIBUTION BOX IS KITTED WITH 2AWG,
POWER CABLE 35" X 2 EA. RUNS READ AND 2 EA
RUNS BLACK. THIS SHOULD BE COILED AND
LEFT INSIDE DISTRIBUTION BOX

BTS INSTALLATION TEAM WILL TERMINATE
LIQUID-TIGHT, RUN THE FIBER JUMPERS AND
POWER CABLES FROM BTS CABINET TO
DISTRIBUTION BOX.

% T CLLARANGE MOLE 4 114 /"‘”""“‘-"““r

/ (800mm

(20rmm

HACKSIE MOUINTING
HOLE PATTERN

31m

C

SECTIONA - A

[

( 300rrum

T [534mm
pras
o 1
T I
¥ (ra8mm
o o of !

SEE DETAN

19.84°
(504 O0mm

ENCLOSURE DOOR
REMOVE FOR CLARITY

1

GROUND LLK
WIRE RANGH
MIN J4AWG
MAX 20

SECTIONB-B

GROUP A POWER

= o[ fo[do
GROUP A RETURN 0] lojdo
- 2| [O|010
GROUP A POWER O -
INPU
» O
] O
REPLACEMENT
SPD PLUGS © O
IR07471 VAL-MS
STOQIY 4 O
o]
GROUP B POWER O ©
INPUT [e 0
GROUP B POWER o goo
RETURN o
L 0|00
GROUP 3 POWLR
DETAIL D

JUNCTION BOX

POWER 25A BREAKER
14-6 AWG
20 LBS-IN TOROLUT
RETURN: UK 10-TWIN. BLLUIL

14-6 AWG

13-16 LBS-IN TOROLU
POWER INPLTT UT 35, GRAY /RLUI

16 - 10 AWG

2611 LRS-IN TOROL T

100% REVIEW

A s 9t CD REVIEW SEG!

M UD REVIEW SEGI

NOT FOR CONSTRUCTION UNLESS
LABELED AS CONSTRUCTION SE|

LICENSURF

SHEET 11118

DETAIL SHEET

SHEET NUMBER REV ISION

T-8 B




ISOMETRIC VIEW

LU,
~

SIDE VIEW FRONT VIEW  |] L

Product Description:

1900MHz RRH (65MHz)

This Remote Radio Head (RRH) supports the 1900MI1z
spectrum with a Quad Transmit and Quad Receiver

configuration supporting 4x45W ot output power in a dual head

configuration

Features / Benefits:

-Supports up to 6 carriers of CDMA in the 1900MHz -spectrum
and is hardware ready for 4x4 LTE MIMO (dual technology)

-Supports up to 8 carriers of CDMA (single technology)

-Supports AISG

=48V DC may be powered from Alcatel-Lucent cabinet
-Supports Hybnitlex tiber / power cable bundle

hysical Dimensions (HxWxD):

25" x11.1"x11.4”

eight: b0 pounds
Dutput Power: Ax45W (180W Total)

Frequency Range:

1930-1995MHz Tx / 1850 - 1915 Rx

N [ il ;
.| 2 j:d;,:%‘ >D>>
Ll i (il
| -
I | | e
NBY il 1| I

Consumed Power (Typ): H30W
nstantaneous Bandwidth: b5 MHz

Rx Noise Figure: 8.0dB

Antenna Interface: /16 DIN Female
Dperating Temperature Range: F40C to +55C

Supports AISG 2.0

STORMDRAIN INLET PROTECTION

Y
\_ SANDBAG

2-BAGS HIGH
TYPICAL PROTECTION FOR INLET WITH OPPOSING FLOW DIRECTIONS

SPILLWAY, 1-BAG HIGH 4

EDGE OF [ WLET
1 " PAVEMENT N \
L — &\ —3
—row [ \D. - row

[ . N T
e P
SPILLWAY, 1-BAGHIGH /  \_ SANDBAG
2-BAGS HIGH

TYPICAL PROTECTION FOR INLET WITH SINGLE FLOW DIRECTION

NOTES:

INTENDED FOR SHORT - TERM USE.

USE TO INHIBIT NON - STORM WATER FLOW.

ALLOW FOR PROPER MAINTENANCE AND CLEANUP,

BAGS MUST BE REMOVED AFTER ADJACENT OPERATION 1S COMPLETED.
NOT APPLICABLE IN AREAS WITH HIGH SILTS AND CLAYS WITHOUT FILTER
FABRIC.

Pt
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PROJECT INFORMATION
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ISSUED DATE
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| 7

INSUED FOR

100% REVIEW

\ s M CD REVIEW SFGI
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DETAIL SHEET

T-9 B




e e

k------
i o et Bt o B B Bl el B Bl

Sprint

Alcatel« Lucent 6

CCI-—»—

TELECOMMUNKCATIONS
CONSULTANTS

COASTAL COMMUNICATIONS
AA83 Maisinon Ave Ste, 234
Onganside Ca 92058
1760) 75459240

PROJECT INFORMATION

NETWORK VISION MMBTS LAUNCH

VIA DIEGUENOS

SD34XC580

COUNTY OF SAN DIEGO
2724 VIA DIEGUENOS
ALPINE, CALIFORNIA 91801
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01/31/2013
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100% REVIEW
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DC Power Wire Sizes Poear
050" = #I0ANWG

w-& ‘m Crogr A [ s w2

Group B Powaer inpot fhos
Cahinat (Buttery and Raturmj

Cromp B
Palurrs

m-h

Pomser

&cn—mm

_______________

- -

Spool, wenat herproot and tasten
@& | umused fibers in brackeis with

Spool, weatherproof and fasten all
®| uused DC power wires to brackets
with velaro straps

]
LY
]
|
L}
_______ L]
b ] ]
_____ - '
| 1
4 1
| ]
Y Y
ojo 1] o
oQ O L]

REAR ol Distribation Box

NETWORK VISION MMBTS LAUNCH
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01/31/2013 T
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